




Up to 135Ltr compressor not required.*

AUTOMATIC HUMIDITY
GENERATOR

PRINTING

USB

AUTOMATIC CARTRIDGE
PUNCTURING

NO NEED OF COMPRESSOR

21 CFR PART 11



Warm Cycle: 55° C - Approximately 8-9 hours.  37° C - Approximately 9-10 hours.Cold Cycle:

PruEtO Cycle Profile:

230V Single Ph. 2.0 Kw

230V Single Ph. 2.5 Kw

230V Single Ph. 3.0 Kw

230V Single Ph. 3.0 Kw

230V Single Ph. 3.0 Kw

230V Single Ph. 5.0 Kw

Electric Power Supply

PURETO-220L

PURETO-135L

PURETO-120L

PURETO-100L

PURETO-80L

PURETO-50L
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1.5 x 1.5 x 4.0 ft

1.0 x 1.0 x 4.5 ft

1.0 x 1.0 x 4.0 ft

1.0 x 1.0 x 3.0 ft

1.0 x 1.0 x 2.0 ft

1610 x 835 x 1500

1610 x 635 x 1800

1610 x 635 x 1500

1610 x 635 x 1200

1610 x 635 x 900

IEC 60601-1-2 (Edition 4.0) (2014-04)

IEC 61000-3-2 (Edition 5.1): 2020

IEC 61000-3-3 (Edition 3.1) : 2017

Plot No. 31, Panchratna Industrial Estate, 
Inside Pirana Gate, Off S.P. Ring-road, 
ODE Village, Paldi-Kankaj, Ahmedabad, 
Gujarat-382425. INDIA.

1.3 x 1.3 x 2.9 ft 1610 x 760 x 1065
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